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APCU 1 LOAD POWERDOWN

1. TURN OFF NODE1 INTERNAL LIGHTING

PCS Node1: EPS: RPCM N13B A

sel RPC [X]   [X] =  135

cmd RPC [X] - Op  Execute
√Position - Op

Repeat

Node1: EPS: RPCM N13B B

cmd RPC [1] - Op  Execute
√Position - Op

Node1: EPS: RPCM N13B C

cmd RPC [1] - Op  Execute
√Position - Op

2. TURN OFF IMV VALVES
Node 1: ECLSS: Fwd Port IMV Vlv
Nod1 Fwd Port IMV Vlv

‘Nod1 Fwd Port IMV Vlv’

sel Vlv Commands
cmd Close  Execute

√Stat - In Trans
Wait 20 seconds, then

√Stat - Cl

cmd Off  Execute
√Stat - Off
√Ena stat - Off

Node 1: ECLSS: Fwd Stbd IMV Vlv
Nod1 Fwd Stbd IMV Vlv

‘Nod1 Fwd Stbd IMV Vlv’

sel Vlv Commands
cmd Close  Execute

√Stat - In Trans
Wait 20 seconds, then

√Stat - Cl
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cmd Off  Execute
√Stat - Off
√Ena stat - Off

Node1: EPS: RPCM N13B C

sel RPC [X]   [X] = 1413

cmd RPC [X] - Op  Execute
√Position - Op

Repeat

3. TURN OFF SMOKE DETECTOR

Node1: EPS: RPCM N13B A

cmd RPC [16] - Op  Execute
√Position – Op


